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Designed to increase airflow in areas that need efficient ventilation, louvre
door, side, over panels and walls offer a simple, flexible solution that does not
compromise security or structural integrity. Manufactured from galvanised
steel, with options for bird or insect mesh, the panels can produce up to 50%
free air flow in its standard configuration.
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Application
Suitable for use in areas that need consistent, high
levels of ventilation, including plant and boiler rooms,
computer rooms, store rooms, manufacturing and
leisure facilities.
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Construction
Frame consists of corrosion resistant 18GA galvanised
steel, louvre blades 22GA galvanised steel. Bird and
insect mesh available. 50% free air flow in standard
configuration, 36% with insect mesh.
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Full louvre aluminium doorsets on request.
(5mm)

Finish
Supplied inclusive of a powder coated finish in a
standard colour. Full range of RAL and BS colours
available including, metallics and pearlescent.

Louvre door panel standard sizes

Louvred side and over panels are available, including
removable and hinged solutions.
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305 x 305mm // 305 x 1524mm // 457 x 457mm
457 x 762mm // 457 x 1524mm // 610 x 610mm
610 x 914mm // 610 x 1524mm // 508 x 508mm
610 x 457mm

Side, over panels and walls
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Fig.2 Louvre panel
Dimensions

Standard side and over
panel configurations

Louvred sidepanels

Other
options on
request.

Louvred overpanel
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